"
QsM ‘I

Please see the next page for the location of the display and keys on the
dry bath instrument.

The Timer LED shows the program duration, hour and minute digits are
separated by the colon sign.

The Temperature LED shows the actual temperature of the heating plate.

The UP/DOWN and LEFT/RIGHT keys are used to adjust the Temperature
and Timer correspondingly.

The CENTER key is used to control the dry bath operation.

After you have collected a sample using the supplied sterile swab, to run
an Overnight Test, snap the handle of the test swab in half and slide the
swab far enough into the gel in the culture tube so the cap can close.

Make sure the plate is switched on and set to 37 °C. Place the tube with
the inserted swab in the hot plate overnight (incubate for a minimum of
12 hours, maximum of 96 hours).

Double tap the CENTER key on the right side of the display so that "- -"
shows on the Timer LED on the left side of the instrument. This will
ensure the dry bath temperature remains on continuously.

Use the UP and DOWN keys to adjust the temperature to 37.0 °C if
needed.

If there are no samples incubating on the dry bath, press and hold the
CENTER key for 3 seconds to turn off the heating element.
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GENERAL OPERATING INSTRUCTIONS
SETUP

« When the incubator powers up, it enters STOP mode. The Timer LED and
Temperature LED light up, and show pre-programmed digits.

* Now tap the UP/DOWN keys to change the temperature setting. Tap the
LEFT/RIGHT keys to change the time duration. Press and hold any key
for 2 seconds to accelerate.

RUN

* Double tap the CENTER key to RUN the dry bath. The Timer LED colon
starts to blink.

The Timer LED starts to countdown when only one minute is left in a
RUN. Upon completion of a RUN, the dry bath enters STOP mode.
After 5 seconds, the dry bath will cool the plate to 5 °C for 12 hours
and then will re-enter STOP mode.

HOLD

* Double tap the CENTER key to pause the dry bath countdown and
continue to run the programmed temperature in HOLD mode. The Timer
LED displays “--" in HOLD mode. Double tap the CENTER key again to
return to RUN mode.

QUIT

« To QUIT arun, press and hold the CENTER key for 3 seconds. The dry
bath will enter STOP mode.

SLEEP

 If there is no activity with 1T minute of powering up, the dry bath enters
SLEEP mode. The Timer LED turns off and the Temperature LED displays
the actual plate temperature. Tap any key to wake up the instrument.
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NOTES

* In RUN mode, the Timer and Temperature can be adjusted. In HOLD
mode, only the Temperature can be adjusted.

» Please use the provided black thermal insulation to increase
temperature uniformity and accuracy.

« Do not use strong acids, bases, or organic solvents to clean the dry
bath. In the event of accidental contact, wipe clean with a wet cloth
immediately.

» Keep and store this instrument in a dry place.
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